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In collaborazione con Mapei®, azienda leader nel settore degli adesivi e sigillanti per l’edilizia, 
Opificio Ceramico™ ha testato i prodotti sulla collezione Pantelleria e individuato gli stucchi idonei 
per un risultato estetico ottimale.  I test di applicazione e finitura, resistenza alle macchie, pulizia 
dallo stucco e oltre ai tradizionali con base cementizia, sono stati superati brillantemente, sia nella 
versione cementizia che in quella epossidica. 
Con riferimento ai consigli di posa, stesura, stuccatura e pulizia finale rimandiamo alle schede 
tecniche di Mapei® alla pagina https://www.mapei.com 
 
In collaboration with Mapei®, a leading company in the field of adhesives and sealants for the 
construction industry, Opificio Ceramico™ has tested the products on the Pantelleria collection 
and identified the suitable grouts for an optimal aesthetic result. The application and finishing tests, 
stain resistance, grout cleaning, in addition to the traditional cement-based ones, were brilliantly 
passed, both in the cementitious and epoxy versions. For laying, spreading, grouting, and final 
cleaning recommendations, please refer to the Mapei® technical data sheets at 
https://www.mapei.com 
 
 
 
STUCCHI CONSIGLIATI – GROUTS SUGGESTED 
 
PANTELLERIA TIPO STUCCO – TYPE OF GROUT COLORE - COLOUR 

Cappero Epoxy/Cementitious 149 Volcano Sand 

Calce Epoxy/Cementitious 149 Volcano Sand 

Ossidiana Epoxy/Cementitious 149 Volcano Sand 

Oltremare Epoxy/Cementitious 149 Volcano Sand 

Venere Epoxy/Cementitious 149 Volcano Sand 

 
 
 
 


